TIDAL MARSH RESTORATION
WEST RIVER TIDE GATES

ROUTE 1 (ORANGE AVE)
WEST HAVEN, CONNECTICUT

GENERAL NOTES

EXISTING CONDITIONS INFORMATION IS BASED UPON FIELD SURVEY CONDUCTED BY: MILONE AND MACBROOM, INC, DATED: NOVEMBER 2001
SUBSEQUENT SURVEY WAS CONDUCTED BY: MILONE AND MACBROOM, INC DATED: NOVEMBER 2008

1. INFORMATION REGARDING THE LOCATION OF EXISTING UTILITIES HAS BEEN BASED UPON AVAILABLE INFORMATION AND MAY
BE INCOMPLETE, AND WHERE SHOWN SHOULD BE CONSIDERED APPROXIMATE. THE LOCATION OF ALL EXISTING UTILITIES
SHOULD BE CONFIRMED PRIOR TO BEGINNING CONSTRUCTION. CALL "CALL BEFORE YOU DIG”, 1-800—-922-4455. ALL
UTILITY LOCATIONS THAT DO NOT MATCH THE VERTICAL OR HORIZONTAL CONTROL SHOWN ON THE PLANS SHALL
IMMEDIATELY BE BROUGHT TO THE ATTENTION OF THE ENGINEER FOR RESOLUTION.

2. MILONE & MACBROOM INC. ACCEPTS NO RESPONSIBILITY FOR THE ACCURACY OF MAPS AND DATA WHICH HAVE BEEN
SUPPLIED BY OTHERS.

3. ALL UTILUTY SERVICES ARE TO BE UNDERGROUND. THE EXACT LOCATION AND SIZE OF ELECTRIC, TELEPHONE, CABLE (0) DE l
TELEVISION AND GAS ARE TO BE DETERMINED BY THE RESPECTVE UTILITY COMPANIES. O

4. ALL DIMENSIONS AND ELEVATIONS SHALL BE VERIFIED IN THE FIELD PRIOR TO CONSTRUCTION. ANY DISCREPANCIES
SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER. ] ! I | i 2@@9

5. ALL DISTURBED AREAS SHALL RECEIVE A MINIMUM OF 6” TOPSOIL, AND BE SEEDED WITH GRASS OR SODDED, AS SHOWN
ON THE PLANS.

6. ALL PROPOSED CONTOURS AND SPOT ELEVATIONS INDICATE FINISHED GRADE.

7. ALL CONSTRUCTION MATERIALS AND METHODS SHALL CONFORM TO THE CITY OR TOWN OF NEW HAVEN REQUIREMENTS AND TO
THE THE APPLICABLE SECTIONS OF THE STATE OF CONNECTICUT DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS
FOR ROADS, BRIDGES, AND INCIDENTAL CONSTRUCTION, FORM 816 AND ADDENDUMS.

8. ALL FUEL, OIL, PAINT, OR OTHER HAZARDOUS MATERIALS SHOULD BE STORED IN A SECONDARY CONTAINER AND
REMOVED TO A LOCKED INDOOR AREA WITH AN IMPERVIOUS FLOOR DURING NON—WORK HOURS.

9. COMPLIANCE WITH THE PERMIT CONDITIONS IS THE RESPONSIBILITY OF BOTH THE CONTRACTOR AND THE PERMITTEE.

CONSTRUCTION NOTES

1.  PRIOR TO COMMENCEMENT OF WORK A PRECONSTRUCTION MEETING SHALL BE HELD WITH CITY STAFF AND
REPRESENTATIVES OF THE CONTRACTOR AND OWNER. AT THIS MEETING, ONE PERSON WILL BE PLACED IN CHARGE OF
SEDIMENT AND EROSION CONTROL FOR THE ENTIRE SITE. .

2. CONTRACTOR TO STAKE OUT LIMIT OF DISTURBANCE AND VEGETATION TO BE RETAINED. NO DISTURBANCE IS TO TAKE N
PLACE BEYOND THE LIMITS OF WORK SHOWN.

3. CONTRACTOR TO INSTALL SEDIMENT AND EROSION CONTROLS ALONG THE PERIMETER, AND STABLILIZE CONSTRUCTION
ENTRANCES.

4. CLEAR AND GRUB SITE AND STOCKPILE TOPSOIL. PLACE SEDIMENT FILTER FENCE AND HAYBALES AROUND STOCKPILES.

5. SEDIMENT AND EROSION CONTROLS SHALL BE INSPECTED AT LEAST ONCE A WEEK AND WITHIN 24 HOURS OF THE END OF A
STORM WITH A RAINFALL AMOUNT OF 0.5 INCH OR GREATER.

MAP

6. THE SEDIMENT AND EROSION CONTROL PLAN SHALL BE MODIFIED BY THE CONTRACTOR AT THE DIRECTION OF THE ENGINEER
AND THE CITY'S DESIGNATED REPRESENTATIVE AS NECESSITATED BY CHANGING SITE CONDITIONS.

7. ALL DEWATERING WASTE WATERS SHALL BE DISCHARGED IN A MANNER WHICH MINIMIZES THE DISCOLORATION OF THE RECEIVING
WATERS.

8. THE SITE SHOULD BE KEPT CLEAN OF LOOSE DEBRIS, LITTER, AND BUILDING MATERIALS SUCH THAT NONE OF THE ABOVE
ENTER WATERS OR WETLANDS.

9. A COPY OF ALL PLANS AND REVISIONS, AND THE SEDIMENT AND EROSION CONTROL PLAN SHALL BE MAINTAINED ON-SITE AT
ALL TIMES DURING CONSTRUCTION.
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RESTORATION OF THE WEST RIVER TIDAL MARSH
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INSTALLATION OF THREE SLUICE GATES FOR
REDUNDANCY

TIDEGATES WITH SELF—REGULATING TIDEGATES (SRT).
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REVISIONS

NOTE:

TIDAL ELEVATIONS TAKEN FROM THE US ARMY
CORPS OF ENGINEERS TIDAL FLOW PROFILES, NEW
ENGLAND COASTLINE, DATED SEPTEMBER 1988.
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